
PRODUCTS FOR BATTERY

LFP Cathode Material -
Lithium Iron Phosphate



Longbattery cycle life

ProductDescription

Applications

Lithium IronPhosphate (LiFePO4)or commonly knownasLFP, is usedasacathodematerial in Lithium
Ionbatteries. LFPbatteriesareoneof themostwidely usedcompositions, used ina variety ofways from
electric vehicles to residential batteries togrid-scale applications.

Lithium ion cell and battery

Advantages

High temperature stabilityEnvironment friendly

Highchargingand

dischargingefficiency

Highsafety rating

Highbattery capacity

# Parameters Value
1 Appearance Black

2

Particle Size (nm)

D10 117 +/-7

D50 180 +/- 10

D90 285 +/- 30

3 Carbon (wt % range) 2.7 +/- 0.2

4 Surface Area (m2/g) 28 +/- 2

5 Top Density 0.6 +/- 0.1

6 pH Value 8.3 +/- 0.5

7 Moisture <500 ppm

8 Sieve Residue 0 %: 45 µm (450 ASTM) mesh

9 Specific capacity (mAh/g) @ C/10 154 +/- 5

10 Specific capacity @ C5 rate 152 +/- 5

11 Specific capacity @ IC rate 144 +/- 5
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